- Barrier Terminal Blocks

0¢¢°) CHENGEE TECHNOLOGY CBP70 Series

CBP70 Series Barrier Strip Terminal Blocks

Pitch : 7.62mm Poles : 2P~32P Cover Available
Electrical Rating 10A 300VAC
Housing Material PA66, Black
Terminal Brass, 0.8t Tin Plated
Screw Steel, M3, Nickel Plated
Working Temperature -40°C to +105°C
Insulation withstand Voltage AC2000V at 1 min
Insulation resitistance 500MQ or more at DC 500V
Wire Range 22~12 AWG
Max. Torque Value 10Kg/cm

Unit : mm

CBP70-01
7.62%(P-1)+9.4
_ 7.62x(P-1) |

13 3l

'y
0]
1
{3
CBP70-02
7.62x(P-1)+9.4 |
. 7.62x(P-1) | ’1
7.62+0.3 ’
-6.5}=
¥
- <
® i
) R
o <
~{7.620= et ’Iﬁhgﬂ ¥
CBP70'03 Unit : mm
| 7.62x(P-1)+9.4 |
I , 7.62x(P-1) | |
’——7.62:043 |
6.5}
T
N
Y <
© h
i 4
e LeET
~{7.62}= 1 r-—13—-l <

B1-10



CHENGEE TECHNOLOGY

CBP70-04A

CBP70-04B

B1

-11

7.62x(P-1)+9.4

7.62x(P-1)

——{‘ |——7.6210,3 | l=1.0
[l [l 0 p 0 1

7.62x(P-1)+9.4

7.62x(P-1)

—-i +7.62+0.3 —f|=1.0

~7.62k

$1.5%x2.5

7.62x(P-1)+9.4

7.62x(P-1)

r—7462:0.3

HeliE

6.5

@

5

-1}
I

=762} *Is

7.62x(P-1)+9.4

7.62x(P-1

l‘—7.62 *0.3

)
SRR

()

—6.5

~{7.62k~ {1

13— feas

o

Barrier Terminal Blocks

CBP70 Series
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